
■Titanium alloy tappet adjusting nut
Universal (Screw : M5×P0.5)
Titanium alloy tappet adjusting nut
Be made of the titanium alloy.
Screw: M5×P0.5

Applicable TAKEGAWA Rocker arm

Applicable Stock Rocker arm

Titanium alloy tappet adjusting nut
1 piece　00-01-0171
2 piece　00-01-0172
4 piece　00-01-0173

Name
Item number

Applicable TAKEGAWA Cylinder head
Regular/R-Stage/R-Stage＋D/Super head/Super head＋R/Super head 4V＋R
R-Stage/Super head/Super head＋R
Super head＋R/Super head 4V＋R
Super head＋R

Model
Monkey・Gorilla
Ape
KSR 110
TT-R 50/90

Applicable model
Monkey/Gorilla, Monkey（FI）, Super cub50/70/90, Super cub50（FI）, Super cub110（FI）, DAX50/70, CB50, XE50/75, XLR80, 
CRF80/100, NSF100, Ape50/100, CB125T, ATC70, Today（AF62）, Dio（AF68）, GIORNO（AF70）
TT-R 50/90/125cc, YB1-Four
GAG, GS50, AddressV125
KSR110, KLX110

Maker
HONDA

YAMAHA
SUZUKI
KAWASAKI


